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SECTION AT RAIL POST

B 37 x 27 x A

Top & Boﬁom—=\E 3V {Typ.

B % x 2b7 x A

Top & Bottom 3 Typ.

P F x 275" x A
Each Side

Locknut P % x 677 X

Each Side

Y

%" ¢ Holes in hollow
structural section

BOTTOM RAIL

% ¢ x 1% Cap Screw

with flat washer with flat washer

SECTIONS AT RAIL SPLICE

(67- 3" Maximum Post Spacing)

5 ¢ x 137 Cap Screw
Holes in hollow —=| with fial washer & 37 ¢
structural section X pipe spacer, ' long.
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NOTES

Holfow structural sections shall conform fo the requirements of
ASTM designation A 500, Grade B, Structural Steel Tubing and shall
meet the fongitudingl CYN requirements of 15 ft-1bs at O°F.

All other steel shapes and plates shall conform to the requirements of
AASHTO M 270 Grode 36 except posts shall conform to AASHTO M 270,
Grade 50.

Boits, cap screws and nuts shall conform fo the requirements of
ASTM designation A 307 excepi thal 1hreaded rods, nuis and washers
shall conform to AASHTO M 164.

All bofts, nuts, cap screws, washers and lock washers shall be
galvanized according to AASHTO M 232.

All posts,. railing, rail splices and anchor rods shall be galvanized affer
shop faobrication according fo AASHTO M 111 and ASTM A 385. Galvanized
rail shall not be painted,

Railing shall be according te Section 509 of the Standard Specifications.
except as nofed, and will be paid for at the coniract unit price per foot
for Steel Bridge Rail.

All field drilled holes shall be coated with an approved zinc rich
paint before erection.

Posts shall not be located closer than 1*-3" fo an existing bridge
expansion joint or end of bridge.

Steel Bridge Rail expansion joint shall be provided between any
two (2) posts which span a bridge expansion joint. Bolts located at
expansion joint shall be provided with locknuts and shall be tightened only
to a point that will allow ralling movement.

Provide one %" and two g*" steel shims for 25% of the posts.
shall be similar to base plates In size and holes.

Expansion joint width shall be "D” af 50° F and shall be adjusted for
other temperatures according to Article 503.10(c) of the Siandard
Specifications.

The Contractor shall use the capsule or the adhesive cartridge type anchor
rods that have been previously tested and given a prior approval by the
Department. The Contfractor shall install these anchor rods in pre-drilled
holes according to the manufacturer’'s recommendations and procedures.

The capsule or the adhesive cariridge sholl be sealed with pre-measured
amounts of the adhesive chemical.

Nuts for 1" @ threaded anchor rods connecting the base plate fe the
concrete shall be tightened to a snug Tif and given an additional s furn.

Shims

BILL OF MATERIAL

Irem Unit
Steel Bridge Rail Foot

Quantity

SPLICE DIMENSIONS

7 D A B o) £

=47 2/2// -8 2 77 2/2//
4 =557 33,7 207 L7 557 3L
6L =9" 577 v 30,77 657 97
SRy 777 2107 457 E 177
Rail_Splice L -8 27 4 —

T = Total movement at expansion joini as shown on the design plans.

e ¢ Holes

£ STEEL BRIDGE RAIL
CURB_MOUNTED
(2399)
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